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U.S. Department 400 Seventh Street, S W
of Transportation Washington,D C 20590

Research and
Special Programs
Administration

DOT-E 12124
(FIRST REVI SI ON)

EXPI RATI ON DATE: Decenber 15, 2000

(FOR RENEWAL, SEE 49 CFR s 107.109)

GRANTEE: Al benmarle Corporation
Bat on Rouge, Louisiana

PURPOSE _AND LI M TATI ON

a. This exenption authorizes the transportation in
comrerce of certain Division 4.2 and Division 4.3
materials in a non-DOT specification portable tank
conparable to a specification DOT 51 portable tank
This exenption provides no relief fromany regul ation
other than as specifically stated herein.

k. The safety analyses perfornmed in devel opnent of this
exenption only considered the hazards and risks
associated with transportation in conmerce.

REGULATORY SYSTEM AFFECTED. 49 CFR Parts 106, 107 and 171-
180.

REGULATIONS FROM WHI CH EXEMPTED, 49 CFR § 173.242 in that a
non- DOT specification portable tank is authorized,

§ 178.245-1(c) in that all openings are not grouped in one

| ocation; and § 178.245-1(d)(4) in that the tank is not in a
full framework for containerization and to allow a bottom

di scharge opening with no internal stop-valve.

BASIS: This exenption is based on Al bemarle's application
dated July 28, 1998, and supplenental information dated
Decenber 22, 1998, submtted in accordance with § 107.105
and the public proceeding thereon, and a subsequent letter
dated January 5, 1999.
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6. HAZARDOUS MATERIALS (49 CFR 172.101)
Proper Shipping Nane/ Hazard Identi- Packi ng
Hazar dous Materials Description d ass/ fication G oup
Di vi sion Nunber
Organonetal i ¢ conpound, water- 4.3 UN3207
reactive, flammuable, n.o.s.
Pyrophoric solid, inorganic, 4.2 UN3200
n.o.s.
Water-reactive solid, n.o.s. 4.3 UN2813 I
Pyrophoric organonetal lic 4.2 UN3203 I

conmpound, n.o.SsS.

For the N.0.S entries above, the requirenents of 49 CFR

172.203(k) must be net.
7. SAFETY CONTROL MEASURES:

a PACKAQ NG - Packaging is a non-DOT specification
stainless steel portable tank conformng to the
configuration and di mensi ons shown in Hebel er Corporation
Drawi ng D-1099-10 Rev. 2 dated March 3, 1998 on file with the
O fice of Hazardous Materials Exenptions and Approvals. The
portable tank has the follow ng features:

. a mnimmwall thickness of 9.5 nm (0.375 in);

. a maxi mum al | owabl e working pressure of 8.62 bar (125
psig);

. a capacity not to exceed 803 liters (212 gallons);

. a tare weight of 519 kgs (1144 |bs.);

. a cone-shaped funnel bottomw th an eductor and bl ock
val ves;

. a maxi mum | oadi ng or discharge pressure of 3.5 bar (50
psig); and

. a spring |oaded pressure relief valve set at 8.62 bar
(125 psig).

In addition, the portable tank nust conform with
specification DOT 51 (§ 178.245), includi ng ASME
certification and "U" stanp, except as foll ows:
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1. §178.245-1(c). The tank has a bottom di scharge
fitted with an eductor and bl ock valves in addition to
openings on the top of the tank.

2. §178.245-1(d) (4). The portable tank is not nounted
in a full framework for containerized transport and the
bottom di scharge is not fitted with an internal self-
cl osing stop-valve.

3. 8§178.245-7(a). The line on the name plate which
reads "DOT Specification No" nust be marked "DOT-E
12124",

b. TESTING - Each portable tank nmust be tested and retested
and reinspected as required for a DOT Specification 51 steel
pqrgable tank. Mninmumtest pressure is 12.93 bar (187.5
psig) .

c. OPERATIONAL CONTROLS -

1. Bottom outlets nust be closed with two devices
during transportation. A discharge valve provides the
first device. The secondary device may be a blind
flange, a threaded plug or a camlock cap.

2. Adry nitrogen blanket of 0.7 bar (10 psig) nust be
applied to the lading during transportation

8. SPECIALI S|1 ONS:

a. A person who is not a holder of this exenption who
recei ves a package covered by this exenption may reoffer it
for transportation provided no nodifications or changes are
made to the package and it is reoffered for transportation
in conformance with this exenption and the HWR

b. A current copy of this exenption nust be naintained at
each facility where the package is offered or reoffered for
transportation.

c. This exenption serves as a Conpetent Authority Approva
CA- 9812012 issued by the Associate Adm nistrator for
Hazardous Materials Safety, Research and Special Prograns
Adm nistration of the United States Departnent of
Transportation, in accordance with Section 10.3 of the
CGeneral Introduction of the International Maritine Dangerous
Goods Code.
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9. MODES OF TRANSPORTATI ON AUTHORI ZED: Mot or vehicle and cargo
vessel

Continuation DOT-E 12124 (1st rev.)

10.  MoDAL REQUI REMENTS: A copy of this exenption nmust be
carried aboard each cargo vessel or motor vehicle used to
transport packages covered by this exenption.

11.  COMPLIANCE: Failure by a person to conply with any of the
following may result in suspension or revocation of this
exenption and penalties prescribed by the Federal hazardous
materials transportation law, 49 U S.C. 5101 et seq

0 Al ternms and conditions prescribed in this exenption
and the Hazardous Materials Regulations, 49 CFR Parts
171-180.

0 Regi stration required by § 107.601 et seq., when
appl i cabl e.

Each "Hazmat enpl oyee", as defined in § 171.8, who perforns
a function subject to this exenption nust receive training
on the requirements and conditions of this exenption in
addition to the training required by §s 172. 700 t hrough
172.704.

No person may use or apply this exenption, including display

of its nunber, when the exenption has expired or is
ot herwi se no Ionger in effect.

12.  REPORTING REQUI REMENTS:  The carrier is required to report
any incident involving |oss of packaging contents or
packaging failure to the Associate Adm nistrator for
Hazardous Materials Safety (AAHVS) as soon as practicable
(Sections 171.15 and 171.16 apply to any activity undertaken
under the authority of this exenption.) In addition, the
hol der(s) of this exenption nust informthe AAHMS, in
writing, of any incident involving the package and shi pnments
made under the ternms of this exenption

| ssued at Washi ngt on,

%fiﬁ; 2 Jisfos

Alan I. R rts (DATE)

Assoc1ate dmlnlstrator for
Hazardous Materials Safety
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Address; all inquiries to: Associate Adninistrator for Hazardous
Material s Safety, Research and Special Prograns Adninistration,
Department of Transportation, Washington, D.C.  20590.

Attention:  DHW 31.

The original of this exenption is on file at the above office.
Phot o reproductions and | egible reductions of this exenption are
permtted. Any alteration of this exenption is prohibited.

Copi es of exenptions may be obtained from the AAHMVS, U. S
Departnent of Transportation, 400 7th Street, WAshington, DC
20590- 0001, Attention: Records Center, 202-366-5046.

Dist: FHWA, USCG
PO PTOlson/am




